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Connect-True™ Optical Distribution Frame / 19” - 47U
Dimension: H/W/D - 47U/900/320mm
Suitable for ribbon and non-ribbon optical fibers
Standard 19” installation; fully enclosed structure
Extremely high packaging density & efficient cable management

Wide range of splice, patch and cable storage options
Front and rear doors with lock

Density Information

Module 8 Modules in 47 U Frame

Terminations with Single Element 96 SC / Module — 768 SC / Frame

Management Splicing LC, FC, ST, MTRJ, etc available

Terminations with Single Circuit 48 SC / Module - 384 SC / Frame

Management Splicing LC, FC, ST, MTRJ, etc available

Cable Protection

Bend Radius Protection 40 mm throughout entire frame and
all modules

Compliance GR-63-CORE, GR-1089 — Approved

By Turkish Telecom

! Accessories

gPortable Service Shelf  [CANZODFISLEY
Fixing kit for upper h:1mCAN-ODF-FIX K

! Applications

é)TELCOs, ISPs, Military systems

Optical Distribution Frame
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Single Element Splice Tray Single Circuit Splice Module Secure cable entries

ORDERING INFORMATION TABLE
CAN-OEM-XX1-XX2-XX3-XX4

XX? : Adapter/coupler Tybe
ST, SC, FC, LC, MTRJ, etc.

N N

Swing Type Patch and Splice Panels

Optical Ethernet Module

7 Modular designed 19" optical distribution frame
XX" . FE: Fully Equipped (pigtails, Manages small & large quantities of fiber with a high packing density
adaptors, splice cassettes, cable Easy to maintain and extend
ERELEIUEE BT L) Fiber bend radius control - > 40mm
E:Empty (splice cassettes; cable Capacity of up to 96 ports
management tools are included) Efficient cable management
Swing Type Splice and distribution (patching) trays are inserted insid e
Each module has reliable position guiding devices
Trays can be pulled out from the unit

CANOVATE




Weather-proof outdoor cabinet for installation of optical
distribution modules

Assembly of modular optical building blocks with 19
dimensions with complete front mounting of all
fiber optic components

Integrated patchcord management

Suitable for multi fiber management

Provides a secure anchor for incoming loose tube
cables within an ODF

Suitable for different cable diameters

Easy installation and removal

Doors are protected from external access through
hidden hinges

Stainless steel locking system

High resistivity against corrosion

”

Electrostatic epoxy powder painted

Roof and doors are from 2mm thick of galvanized
steel sheets

3mm thick plinth

Front and back lockable double-sided doors

CNC controlled polyurethane (PUR) gasketing is
available for all of the complete openable surfaces
of the outdoor to provide IP55 protection degree
characteristic, which is complying with the EN60 529
standard of IP protection

Three strong galvanized hinges on each door

Cable and conduit fixing plates

2mm thick vertical cable organizers

19 inch mounting rails

2U patch-ways for patching channels

Double sided horizontal patch organizers

2mm thick high capacity vertical patch organizers
Continuous bend radius limitations

Metropolitan Area Networks
ISPs

Telcos

Military Systems
Crossconnect Applications

Height(mm)  Width(mm)  Depth(mm) Product Codes
1610 1736 542,5 CAN-O-ODF
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#OPTICAL DISTRIBUTION BOX

+App|ications

TELCOs

ISPs

Local Area Networks (LAN)
Hospitals Front View of 12 Fibre ODB with Single Circuit Splice Cassettes
University campus applications

Operator closets for enterprises

Structured cabling vertical fibre terminations
CATV applications

ST
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SC Simplex
SC Duplex MM Miscellaneous 6 Pack Adapters
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Single Element Splice Tray

ORDERING INFORMATION FOR
WALL MOUNT OPTICAL DISTRIBUTION BOX

XX': Fibre capacity
06 : 6 fibre, 12 : 12 fibre,
24 : 24 fibre, 48 : 48 fibre

XX?: Cassette Type

SE: Single Element
SC: Single Circuit

N

Single Circuit Splice Module

Example : CAN-ODB--24-SC-SD; 24 fibre, SC coupling,
Single mode duplex Wall Mount Optical Distribution Box

N

Cable entries

CANOVATE’
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@ 19” Fibre Optic Patch Panel

Modular structure expandable to 24 splices and patches

Flexible design by using front panels as required quantity

Wide range of selection for industry standard connectors

(ST, SC, FC, LC, MTRJ, etc.) single mode or multi mode
Minimum bend radius of fibres and strain relief to all entry cables
Angled or straight adapter port presentation

Compact modular design for 1U 19” rack mounting

Applications

Local Area Networks (LAN)

Campus applications

Structured cabling horizontal fibre terminations
Fiber to desk applications

N

19” ST Simplex Patch Panel and Accessories

SC
Simplex

SC
Duplex
ST

FC

Miscellaneous
Fibre Patch Panels

o

Inside View of
SC Simplex Patch Panel

Single Element Splice Tray

19” ST Simplex Patch Panel
With Telescopic Rails

ORDERING INFORMATION FOR
19” FIBRE OPTIC PATCH PANEL

COP-XX"-XX2-XX3-X* -X°

XX?2 : Adapter/Coupler Type
ST, SC, FC, LC, MJ etc..BL for Blank

X* :S:Sliding F : Fixed

Example: COP-24-ST-MD-S =
24 fibre, ST coupler, multi mode duplex, sliding
19” Fibre Optic Patch Panel

Miscellaneous 6 Pack Adapter
Plates and Adapters

- \_
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