OUTDOOR CABINETS &
ENCLOSURES W - o

® OUTDOOR CABINETS

Manufactured according to customers’ exact drawings and specifications
Applications: Telecommunications, Cable TV, Power Distribution, GSM Base Stations, Industrial Control
Strong resistance to everchanging weather conditions

Single Wall / Multiple Doors Outdoor Cabinets

- -

Double Wall Outdoor Cabinets Double Wall Outdoor Cabinets

Basic Outdoor Basic Outdoor

- -

Outdoor Fiber Optical Distribution Frame Outdoor Fiber Optical Distribution Frame
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® DOUBLE WALL ALUMINUM OUTDOOR ENCLOSURES
‘ Highlights

All aluminum frame chassis provides corrosion-free life

Double wall construction (sandwich technology) allows maximum heat dissipation by low influence of sun irradiation and
offers maximum sealing effect

Maximum protection against environmental impacts, vandalism, EMC and extreme thermal effects
Weld-Free structure

High performance with natural ventilation system

IP55

Equipped with temperature sensitive fan and heater components

19” / ETSI rack mountable

Separated battery and MDF unit

Laptop shelves on doors

® Material and Finish

g Chassis and covers made of extruded aluminum profiles
Coated with polyester powder paint. Paint provides protection against chemical materials, corrosion and negative effects
of ultraviolet light

® Thermal Management

48V DC fan with 2300 m3/h air flow capacity, assembled to the door, blows air inside from cabinet to the outside Clean
and continuous air flow into the cabinet is provided through the sections having special filters. These filters can easily
be cleaned or replaced

45W/K heat exchanger, assembled to side panel, provides perfect diffusion of cold air throughout the cabinet. The
negative effects due to the high temperature, reduce the yield of active equipment. Heaters are used for both preventing
the condensation that might occur during day-night transition and keeping internal environment temperature stable
during winter
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® Optional Accessories

Universal Plinth (30 or 100mm)
MDF Blocks

Rectifier Module

19” Accessories (shelves, lighting,
power sockets...)

® Antivandalism

Doors are protected from external access
through hidden hinges.
Robust stainless steel locking system

. \

Stainless steel lock Hidden Hinges

DOUBLE WALL ALUMINUM
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® CLOSE-UP HIGHLIGHTS

Easy access to each unit

L 4

19” Unit Door Stopper (135°) Mdf Unit
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DOUBLE WALL ALUMINUM OUTDOOR ENCLOSURES

Battery Fans User Friendly Doors

CANOVATE’

DOUBLE WALL ALUMINUM
4.2 OUTDOOR ENCLOSURES



® AVAILABLE TYPES

Heat exchanger & Heater

Eye Bolt

Roof with foam against sun light

Document Holder

Working Table

Swinghandle

stainless Steel Lock 48V DC Fan

Battery Unit

Earthing Point

Swinghandle
stainless Steel Lock

OType 2

Stainless Steel Swing Handle
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OUTDOOR ENCLOSURES

Generator Cable

External Louvers
External Louvers

External Louvers

Fixed Frontage Wall

Demontable Roof

Fans Roof with foam against sun light

DOUBLE WALL ALUMINUM OUTDOOR ENCLOSURES

Document Holder Filter

/—— Door Stay
Working Table

Inner slof

Generator Cable
Inlet

Battery Unit

19" Unit

MDF Unit

CANOVATE
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® SINGLE WALL ALUMINUM OR STEEL OUTDOOR ENCLOSURES
* SINGLE WALL ALUMINUM OUTDOOR ENCLOSURE

é Single Wall Aluminum Outdoor Enclosure can be used in any telecom applications like DLC, DSLAMs, Fiber distribution,
Crossconnect

® HIGHLIGHTS

Aluminum construction ( steel or stainless steel optional )

Inlaying fully sealed door and panels with full seam welding
construction to prevent vandalism attacks

Back and side doors are exchangeable

Production possibilities according to exact customer specifications
All kinds of equipment can be mounted on 19” and ETSI profiles or
mounting plates

Door opening angles tuned to your requirements

Degree of protection: IP 55 or up

Earthing set readily installed

Hook attachments on each side for ease of transportation

SINGLE WALL ALUMINUM OR
4.4 STEEL OUTDOOR ENCLOSURES
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CANOVATE’

External Cover Parts made of Sheet Steel Thickness: 2 mm
Option: AISI 304 Stainless Steel Thickness: 2 mm
Static Load Capacity: 1000N

Gasket: Polyurethane

19” Mounting Rails and other metal parts:
Cold Rolled Steel + zinc plating

Color: RAL 7035 Light Grey Powder painted
(for standard configuration)

Degree Of Protection:IP 65 (before installation

of the air conditioner)

Grounding kit

Fixing bolts onto floor

Mounting plate (optional)

External Cover Parts Sheet Steel Thickness: 2 mm
Option: AlISI 304 Stainless Steel Thickness: 2 mm
Static Load Capacity: 1000N static

Gaskets: Polyurethane

19” Mounting Rails and other metal parts:
Cold Rolled Steel + zinc plated min. 8 mic.
Color: RAL 7035 Light Grey Powder painted

(for standard configuration)

Degree Of Protection:IP 65 (before installation

of the air conditioner)

Grounding kit

Fixing bolts onto floor

Mounting plate (optional)

BASIC OUTDOOR
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