Enclosure

19” Single Wall Mount Enclosure 19” Single Wall Mount Enclosure
With Removable Side Panels With Sliding Rails
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10” SOHO
Wall Mount Enclosure
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19” Double Wall Mount 19”/10” SOHO Elite
Enclosure Wall Mount Enclosure

CANOVATE’



Anodized Aluminum Frame (5-8um)

Primercoating: Phosphate passivated painted parts
Zinc plated metal parts and fasteners (5-8um)
Electrostatic epoxy polyester powder paint (50-80um)

Cylinder locks by EMKA, Germany
Screw and nut: Mild steel, zinc plated
Keys are removable in both positions

Hinge: Die cast zinc, electrostatic powder paint, black
Clamping pin: Polyamide black

Hinge pin: Stainless steel and brass washers

Nuts: Mild steel, zinc plated

Fine and smooth edges

Excellent metal - glass bonding

Tinted side sections hide cables from view and eliminate the need for cable organizers
Good natural cooling source

Provides advanced integrated cable management capabilities and options

Cables are neatly managed throughout the entire enclosure system

Cables can be led in from the ceiling, brought up through the floor and can pass from one enclosure bay to another
in an organized fashion

Outstanding cable management capacity

Control and protect large volume of data cables and patch cords

Additional cable access space protecting and hiding cables from view

900N static load carrying capacity
(tested on 9U Wall-Mount Pull-out/sliding
frame cabinet)



Robust frame (fully welded body optional)
High corrosion resistant coated and zinc plated metal parts

(rail, cam, wall-mount installation kit, etc..)

Easy to remove front door and 225°opening angle

Two 19" rails with adjustable depths

Easy to open fan unit and top cover with a cable access opening
Black tinted and tempered security glass hiding cabling from vision
High load carrying capacity

Standard RAL 7035 and various other color options
Front door with EMKA cylindrical lock

Finish: Electrostatic powder coating

Mounting parts are zinc passivated

Delivery: Fully-assembled (standard)
Flat-Pack delivery available as an option

Top and bottom cable access

19” Mini Hubs
LAN Switches
Patch Panels
Shelves

and many more...
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Product Order H (mm) | h (mm) (mm) Assemblec-:l Dls.assmbled Product Order Code
Code (Outer Height) ((Inner Height) (InnerDepth V?:]lq.lg?e \N(eklg)ht Vv(ig)ht VC()[!;J?)]G (Disassembled )

CAN-SWM-64-6U 0.088 18kg 20kg 0.044 CAN-SWM-64-6U-F
CAN-SWM-64-9U 9 500 400 350 0.120 22kg 24kg 0.060 CAN-SWM-64-9U-F
CAN-SWM-64-12U 12 632 532 350 0.152 25kg 27kg 0.076 CAN-SWM-64-12U-F
CAN-SWM-64-15U 15 766 666 350 0.184 28kg 30kg 0.092 CAN-SWM-64-15U-F
CAN-SWM-64-18U 18 900 800 350 0.216 32kg 34kg 0.108 CAN-SWM-64-18U-F
CAN-SWM-64-24U 24 1166 1066 350 0.280 39kg 41kg 0.140 CAN-SWM-64-24U-F
CAN-SWM-66-6U 6 366 266 550 0.132 23kg 25kg 0.066 CAN-SWM-66-6U-F
CAN-SWM-66-9U 9 500 400 550 0.180 28kg 30kg 0.090 CAN-SWM-66-9U-F
CAN-SWM-66-12U 12 632 532 550 0.228 30kg 32kg 0.114 CAN-SWM-66-12U-F
CAN-SWM-66-15U 15 766 666 550 0.276 36kg 38kg 0.138 CAN-SWM-66-15U-F
CAN-SWM-66-18U 18 900 800 550 0.324 40kg 42kg 0.162 CAN-SWM-66-18U-F

CAN-SWM-66-24U 24 1166 1066 550 0.420 48kg 50kg 0.210 CAN-SWM-66-24U-F

*All values stated above are subject to change without notice
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