® RACK MONITORING AND CONTROL SYSTEM

é) CANOVATE Rack Monitoring Control System (RMC) is a system
designed to monitor the working environment and control access to
electronic equipment in racks and data-center applications

O CRMS has been designed to secure smooth operation and safety

of hardware. System automatically takes action to threats or promptly
advise the Network Administrator for such threats

g Function
Minimizes negative effects of environment on data network such as

overheating of hardware, high humidity within the rack and voltage

CAN-RMC-101

unstability on the network

O It controls the access to critical components of the system including

CPU + 4Sensors + Digital Thermostat / Fan Control

Module

Module Module

protection from unauthorized access and secure system against
human errors

Highlights

TCP/IP and RS232, RS485 monitoring interface
10/100 Base ethernet

Temperature sensor

Optional Fan Controller module

Monitors up to eight sensors via smart serial interface
Operational temperature = -20 to 85 °C

Input Power =24V DC

Humidity Sensor

CAN-RMC-102

CPU + 4Sensors + 4Sensors
Module  Module Module

Smoke Sensor

Vandalism Sensor

10/100 Mbit
Ethernet

Voltage Control Sensor
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Temperature Adjustment Buttons

Displ
RS232 spiay

Motion Sensor

Noncontact Access Sensor

Proxy-Card Reader

Electromagnetic Lock
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ELECTRONIC PRODUCTS






